
E.H. & A.

Data
Collection

and
Processing
Subroutine

   Episode,
   Mission
   Activity,
   and Tone
   Determination
   Subroutine

Table:
1) data, limits, episode lengths and beacon Tones
2) associating episode with relevant data
3) summary functions & associated data
4) mission activities

Engineering
data sent

via a function
call

Eng. data &
derived data

Adaptive
Filter Engine

(Ground S/W)

Beacon Flight Software: Inputs & Outputs
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S/C
Telemetry

Users' Summary Data Packet

Telemetry
Manager

Dowlink Summary Packet
(produced at start
of ground comm.)

Episode Packet

Activity Change Packet

Snapshot Packet: raw
 & derived data. (Every

15 minutes)

Updated summary functions

Updated episode limits

 current
episodes and
related data.

Beacon Tone

FP Script: Send
tone for 1 hour

Change Telecom
Mode to: Beacon

Telecom
Manager

Hardware
Mgrs. &
monitors

Engineering
Data

Beacon Tone
Flag Check Tone

Beacon Software
E.H. & A.

Fault Protection:
Telecom Sun

Standby Script

Alternate Telecom Mode:
 Telemetry: 2 frames
Beacon: Urgent Tone

Spacecraft Sequence or
Ground

FSC_BEACON_TRANSMIT_TONE
 command


